Cottonwood Hills Recycling and Disposal Facility
Hourly Inlet Sulfur Content

Avg. Inlet TRS Max. Inlet TRS Total Flare Flow | Avg. Inlet Sulfur | Max. Inlet Sulfur

Year Conc. (ppmv) Conc. (ppmv) Flare Run Hours scf/k Content (Ibs/hr) Content (Ibs/hr)
2011 47.7 51.3 8598.7 378,575 0.2 0.2
2012 504.7 1025.8 8361.0 449,054 23 4.6
2013 400.4 461.5 8199.4 534,609 2.2 25
2014 417.6 624.9 8622.2 659,049 2.7 4.0
2015 528.9 796.3 8079.6 579,783 3.2 4.7
2016 1st half 531.5 648.0 4177.2 260,669 2.8 3.4

Inlet Sulfur Ib/hr

=(Inlet TRS ppm/1,000,000) X (32 Ibs S/lb-mole) X (1 Ib-mole/385.4 scf) X (flare flow X 1000 / run hours)

Avg. Inlet TRS Max. Inlet TRS
Sample Date Conc. (ppmv) Conc. (ppmv)
6/7/2011 48.2 51.3
11/8/2011 47.2 49.3
1/26/2012 23.8 321
10/1/2012 704.5 762.5
11/13/2012 785.6 1025.8
2/7/2013 455.0 461.5
10/24/2013 345.7 401.1
3/12/2014 597.8 624.9
9/3/2014 237.4 361.7
4/21/2015 721.1 796.3
10/21/2015 336.7 578.5
4/25/2016 531.5 648.0
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